
Level off
Power set 2000rpm, 20”
Mixture leaning
Speed 130 kts

Approach checklist:
To decelerate: throttle 12”
Brakes check press.
Seats&belts secured
Bagage secured
Autopilot off
Fuel pump on 
Magneto’s both
Tanks fullest
Altimeter QNH set
Annun./stall horn, 3G+1R
Landing light on
Flaps white arc®150 
Mixture rich
Power set 15” at 90 kts

P.O.D
Gear dow n

Base checklist
Power 2000rpm, 13”
Speed 90 kts
Gear 3 greens

After take off checklist:
Climb power set
Gear up
Flaps up
Fuel pump off
Landing lights off (IFR)

Climb power 2400rpm, 25”
Climb speed 95 kts, or

Vy 92..98 kts*
Vx 70..76 kts*

Mixture at indent

“Committed to fly”
Gear brakes/up
  gear checked up:
Flaps up

Rotate 70 kts
(short field: 62 kts)

Final checklist
Gear 3 greens
Prop. full fine
Mixture full rich

“Committed to land”:
Flaps 30°
Speed 80 kts

Threshold speeds:
Short field 70 kts
Flapless 80 kts
Best glide 85..95 kts*

Cruise checklist
Cruise power set
Mixture leaned
EGT check
CHT check
Cowl flaps as required
Engine instr. check
Landing lights as required

Power set 2000rpm, 15”
Cowl flaps closed
Speed 90 kts

Treshold speeds given in calm air!! 
In case of turbulence, windshear and X-wind
increase speed w ith 5 -15 kts. 

Treshold speeds given in calm air!! 
In case of turbulence, windshear and X-wind
increase speed w ith 5 -15 kts. 

* As per weight
* As per weight

“Reducing to circuit speed”
Mixture        at indent
Prop             2000 rpm
Power          < 13” then 15”

“Touch and go”
Power full
Flaps 150

Cowl flaps open

Ruschmeyer
R90-230 RG

Vs1 65..71 kts *
Vs0 56..60 kts*
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